


Canon imagePROGRAF large-format printers are
reliable, versatile, and cost-effective. With features
designed to save ink, reduce maintenance costs,
and ensure high-quality results, these printers are
hardworking and built to last. 

• Economy Print Mode: Why waste ink printing
drafts and check plots? The selectable Economy
Print Mode significantly reduces ink consumption
and lowers total printing costs.

• Long-life print-head: The super-high-density
print-head, with 15,360 nozzles ejects ink with
extraordinary efficiency and eases the burden 
on each individual nozzle. This means less wear-
and-tear and longer service for the print-head.

• Borderless Printing: Print in full color from 
edge to edge on roll media. Output can be ready
to use without additional trimming and finishing.

• Durable, colorful images: More durable 
than conventional inks, Canon’s unique 5-color
Reactive Ink technology improves the ink’s 
adhesion to the media so full-color maps, 
construction plans, and presentations are 
abrasion-resistant.

• Media options that meet your needs:
Canon’s full line of media includes a range 
of options from low-cost uncoated and 
Bond papers to coated, glossy, proofing, 
matte-coated, and photo papers for CAD, 
GIS, and general office printing applications. 

Think Practical



POWERING YOUR CREATIVITY

Included with the iPF720 and iPF605 printers is
PosterArtist Lite, a poster creation package for PCs
that makes it easy to create your own posters, signs,
and banners from hundreds of customizable templates
and royalty-free images. Just follow the simple 
step-by-step on-screen instructions—no design 
experience is required!

For those with more demanding poster creation
needs, Canon offers the full PosterArtist option 
with advanced features such as Auto Design, 
Variable Data Printing, and enhanced image editing 
functions. Go to www.usa.canon.com/posterartist
for more information.

** For AutoCAD or AutoCAD LT 2000, 2000i, 2002, 2003, 2004, 2005, 2006, 2007

Think how easy it can be

Designed to help all levels of users achieve professional
results, these easy-to-use workflow solutions make 
producing large-format prints painless.

• Canon Printer Driver: Intuitive operation with easy 
and advanced settings for both for Windows® and
Macintosh® users.

• Free-Layout function: Assemble charts, tables, 
text documents, and graphics of different file formats
onto a single page and print them together to create 
high-impact posters and presentations.

• Scan and print enlargements: Making enlargements 
is as easy as making copies when an imagePROGRAF
large-format printer is seamlessly integrated with a
Canon imageRUNNER multifunction system. 

• Real Preview function: Avoid unnecessary errors and
reprints with this real-time preview function that enables
users to modify settings even after clicking “Print.”

• Print technical documents from the native application:
Direct printing support for HP-/GL2 and HP RTL documents
and an HDI Driver** for AutoCAD documents enables
direct printing without leaving the native application.

• Digital Photo Front-Access: A utility for managing and
printing photos easily.

• Web Link: The fastest, easiest way to access Canon
product manuals, connect with external Web sites, 
and share information.



SPECIFICATIONS
iPF500

Print-Head
PF-03

Technology
FINE (Full-Lithography Ink-Jet Nozzle Engineering)

Print Resolution (Max.)
2400 x 1200 dpi

Line Accuracy*
±0.1% or Less

Minimum Line Weight**
0.02mm

Number of Nozzles
Matte Black: 5,120 Nozzles
Other Colors: 2,560 Nozzles per Color

Droplet Size
4 Picoliter

Nozzle Pitch (Head Resolution)
1200 dpi x Two Rows

Print-Head Swath
1.07 inch

Ink Type
Dye

Cyan (C), Magenta (M), Yellow (Y), Black (BK)

Pigment
Matte Black (MBK) – Two Channels

Ink Tank
PFI-102

Ink Tank Capacity***
130ml per Tank

Number of Colors
5

Ink Supply Method
Tubing System

Nozzle Recovery System
Non-firing Nozzle Detection and Compensation

Printer Controller
L-COA Controller

Printer Memory
128MB

Media Feed

Top-Loading Manual Feed, Front-Loading Manual 
Feed, Cassette, Optional Top-Loading Roll Feed

Media Width
Roll Feed, Manual Feed

8" – 17" (203mm – 432mm)

Cassette
8" – 17" (203mm – 432mm)

Printable Margins
Roll Feed

All Sides: 0.12" (3mm) or 0" for Borderless

Cassette
All Sides: 0.12" (3mm)

Manual Feed
Left, Right, Trailing: 0.12" (3mm), 
Leading: 0.90" (23mm) or 0.12" (3mm)

Minimum Printable Media Length
Roll Feed

8.0" (203mm)

Cassette
10.0" (254mm)

Top-Loading Manual Feed
10.98" (279mm)

Front-Loading Manual Feed
20.5" (520mm)

Maximum Print Length†

Roll Feed
59' (18m)

Cassette
23.38" (594mm)

Manual Feed (Top/Front)
24" (609mm)

Cassette Capacity (Plain Paper)
250 Sheets (Letter-Sized), 100 Sheets 
(up to 13" x 19" Sized), 50 Sheets (up to 17" x 22" Sized)

Borderless Printing Widths (Roll Media Only)
10", 13", 14", 16", 17", B4 (10.12"/257mm)
A2 (16.54"/420mm)

Media Cutter
Durable Rotary Blade

Media Thickness 
Cassette

0.08 – 0.3mm (3.2 – 11.8mil)

Top-Loading Manual Feed
0.08 – 0.8mm (3.2 – 31.4mil)

Front-Loading Manual Feed
0.5 – 1.5mm (19.6 – 59.0mil)

Roll Feed
0.07 – 0.8mm (2.8 – 31.4mil)

Media Core Sizes
2" or 3" Core (2/3" Core Adapter Included)

Maximum Roll Outer Diameter
5.9" (150mm)

Software
Printing Software

Printer Driver, HDI Driver for AutoCAD/AutoCAD LT
2000–2007††, Printer Driver Extra Kit· (Free Layout,
imageRUNNER Linking Function)

Utilities
Media Configuration Tool, GARO Device Setup Utility

Applications
PosterArtist 2006··

Device Status
GARO Status Monitor, Remote UI

Printer Language
GARO (Canon Proprietary)

Operating Systemsp

Windows 98SE/Me/2000/XP/2003 Server, 
Windows Vista, Macintosh OS 9.1/X 
10.2/10.3/10.4 (PowerPC or Intel)

Interface
Standard (Built-in)

USB 2.0 Hi-Speed, 10/100Base-T/TX

Optional
IEEE1394 (FireWire)

Acoustic Noise
Operation

53dB (A) or Less

Standby
35dB (A) or Less

Acoustic Power
6.7 Bels

Power Supply
AC 100–120V (50-60Hz)

Power Consumption
Maximum

100W or Less

Standby
6W or Less (7W or less when EB-05 is installed)

Power Off 
1W or Less (Executive Order Compliant)

Certifications
UL, FCC Class B, ENERGY STAR

Operational Environment
Temperature 

59 – 86 F° (15 – 30 C°)

Relative Humidity 
10 – 80% (No Condensation)

Printer Dimensions (H x W x D)
12.5" x 32.2" x 28.9" (317mm x 819mm x 733mm)

Weight
Approx. 86 lb. (39kg)

Options
IEEE1394 Expansion Board (EB-05)
PhotoPRINT Select for imagePROGRAF
Auto Roll Feed Unit (RU-01)
Cabinet Stand (CB17-01)
Roll Holder Set (RH2-11)
Printer Stand (ST-11)
Desktop Basket (BU-02)

User Replaceable Items
Print-Head (PF-03)
Ink Tanks (PFI -102)
Maintenance Cartridge (MC-05)

What’s In The Box
Printer, User Software CD (Printer Driver, HDI Driver,
Utilities), Application CDs (PosterArtist Disk 1, 2), 6
Starter Ink Tanks (MBK x2, Cyan, Magenta, Yellow,
Black), 2" Core Media Spool, Print Head, Maintenance
Cartridge, Media Cutter, Built-in Ethernet/USB 2.0
Interface, Quick Setup Guide (Poster), Printer Reference
Guide (Booklet), Power Cord, One-Year Onsite Warranty,
Registration Card

SPECIFICATIONS

* After user adjustment and under the same
environmental conditions. Applies to media 
for line drawing only.

**  Theoretical value based on data resolution
***  The starter ink tanks initially packaged with the 

printer are not the same capacity as the replacement
ink tanks specified here.

† The maximum printable length varies depending on 
the application, OS, and RIP used. The maximum
printable length from Printer Driver is 50 feet. 

†† For AutoCAD or AutoCAD LT 2000/2000i/2002/
2003/2004/2005/2006/2007· Windows 2000/XP/2003 Server and for Macintosh,
Auto Layout, and imageRUNNER Linking Function··Windows 2000/XP 

p For imagePROGRAF Printer Driver. For printing from
PostScript applications such as Adobe Illustrator® or
QuarkXPress™, please use a PostScript compatible RIP
package. For a list of Canon recommended RIP
packages, please consult with Canon Alliance and
Industry Market program list of RIP vendors.



SPECIFICATIONS
iPF720/710

Print-Head
PF-03

Technology
FINE (Photolithography Inkjet Nozzle Engineering)

Print Resolution (Max.)
2400 x 1200 dpi

Line Accuracy*
±0.1% or Less

Minimum Line Weight**
0.02mm

Number of Nozzles
Matte Black: 5,120 Nozzles
Other Colors: 2,560 Nozzles per Color

Droplet Size
4 Picoliter

Nozzle Pitch (Head Resolution)
1200 dpi x Two Rows

Print-Head Swath
1.07 inch

Ink Type
Dye

Cyan (C), Magenta (M), Yellow (Y), Black (BK)

Pigment
Matte Black (MBK) – Two Channels

Ink Tank
PFI-102

Ink Tank Capacity***
130ml per Color

Number of Colors
5

Ink Supply Method
Tubing System

Nozzle Recovery System
Non-firing Nozzle Detection and Compensation

Printer Controller
L-COA Controller

Hard Drive
80GB (iPF720 only)

Printer Memory

256MB

Media Feed
Front-loading Manual Feed, Rear-loading Roll Feed

Media Width
Roll Feed

10" – 36" (254mm – 914.4mm)

Cut Sheet
8" – 36" (203.2mm – 914.4mm)

Printable Margins
Roll Feed

All Sides: 0.12" (3mm) or 0" for Borderless

Minimum Printable Media Length
Roll Feed

8.0" (203mm)

Maximum Print Length†

Roll Feed
59' (18m)

Cut Sheet
5.2' (1.6m)

Borderless Printing Widths (Roll Media Only)
10", 14", 16", 24", 36", B2 (20.28"/515mm), 
A1 (23.38"/594mm), B1 (28.66"/728mm, 
AO (33.11"/841mm)

Media Cutter
Durable Rotary Blade

Media Thickness 
Roll Feed

0.07 – 0.8mm (2.8 – 31.4mil)

Cut Sheet
0.07 – 0.8mm (2.8 – 31.4mil)

Media Core Sizes
2" or 3" Core (2/3" Core Adapter Included)

Maximum Roll Outer Diameter
5.9" (150mm)

Software
Printing Software

imagePROGRAF Printer Driver, HDI Driver for
AutoCAD/AutoCAD LT 2000–2008,†† Printer Driver 
Extra Kit·(Free Layout, imageRUNNER Linking Function),
PosterArtist Lite (iPF720 only)

Utilities
Media Configuration Tool

Applications
Digital Photo Front-Access, GARO Device Setup Utility, 
PosterArtist 2008 (Optional)
PosterArtist Lite (iPF720 only)

Device Status
GARO Status Monitor, Remote UI

Printer Language
GARO (Canon Proprietary), HP-GL/2, HP RTL

Operating Systemsp

Windows 2000/XP/Server 2003/Windows Vista®

Macintosh® OS 9/10 (PowerPC or Intel®)

Interface
Standard (Built-in)

USB 2.0 Hi-Speed, 10/100Base-T/TX

Optional
IEEE1394 (FireWire)

Acoustic Noise
Operation

52dB (A) or Less

Standby
35dB (A) or Less

Acoustic Power
6.6 Bels or Less

Power Supply
AC 100–240V (50-60Hz)

Power Consumption
Maximum

140W or Less

Standby
5W or Less (10W or less when IEEE1394 is mounted)

Power Off 
1W or Less (Executive Order Compliant)

Certifications
UL®, FCC Class B, ENERGY STAR®

Operational Environment

Temperature 
59 – 86 F° (15 – 30 C°)

Relative Humidity 
10 – 80% (No Condensation)

Printer Dimensions (H x W x D)
43.1" x 59.3" x 34.3"
1094mm x 1507mm x 871mm

Weight (with Stand)
iPF710: Approx. 141 lb. (64kg)
iPF720: Approx. 143 lb. (65kg)

Options
IEEE1394 Expansion Board (EB-05)
Roll Holder Set (RH4 -32)
PosterArtist 2008 (PC only)

User Replaceable Items
Print-Head (PF-03)
Ink Tanks (PFI -102)
Maintenance Cartridge (MC-07)
Cutter Blade (CT-05)

What’s In The Box
Printer, User Software CD (Printer Driver, HDI Driver,
Utilities), Application CDs, 6 Starter Ink Tanks (MBK x 2,
Cyan, Magenta, Yellow, Black), 2" Core Media Spool with
3" Adapter, Print-Head, Maintenance Cartridge, Media
Cutter, Built-in Ethernet /USB 2.0 Interface, Quick Setup
Guide (Poster), Printer Reference Guide (Booklet),
PosterArtist Lite (iPF720 only), Power Cord, One-Year
Onsite Warranty, Registration Card, Stand, Basket,
Hardware (For Setting Up the Stand)

* After user adjustment and under the same
environmental conditions. Applies to media for line
drawing only.

** Theoretical value based on data resolution
*** The starter ink tanks initially packaged with the printer

are not the same capacity as the replacement ink
tanks specified here.

† The maximum printable length varies depending on
the application, OS, and RIP used. 

†† For AutoCAD or AutoCAD LT 2000/2000i/2002/
2004/2005/2006/2007/2008· Windows 2000/XP and for Macintosh,Auto Layout, and
imageRUNNER Linking Function 

p For imagePROGRAF Printer Driver 2007. For printing
from PostScript® applications such as Adobe® Illustrator®

or QuarkXPress™, please use a PostScript compatible
RIP package. For a list of Canon recommended RIP
packages, please consult with Canon Alliance and
Industry Market program list of RIP vendors at
www.usa.canon.com.

SPECIFICATIONS



As an ENERGY STAR® Partner, Canon U.S.A., Inc. has determined that these products meet the ENERGY STAR guidelines for
energy efficiency. ENERGY STAR and the ENERGY STAR mark are registered U.S. marks. Adobe, Illustrator, and PostScript
are registered trademarks of Adobe Systems Incorporated in the United States and/or other countries. AutoCAD is a trade-
mark of Autodesk, Inc. in the United States. Macintosh is a registered trademark of Apple Inc. Windows and Windows Vista 
are registered trademarks of Microsoft Corporation in the United States and/or other countries. UL is a registered trademark of
Underwriters Laboratories Inc. QuarkXPress is a trademark of Quark, Inc. and all applicable affiliated companies, Reg. U.S. Pat. and
Tm. Off. and in many other countries. Intel is a registered trademark of Intel Corporation or its subsidiaries in the United States
and/or other countries. CANON, IMAGEPROGRAF, IMAGERUNNER, and the GENUINE logo are registered trademarks of Canon Inc.
in the United States and may also be registered trademarks or trademarks in other countries. IMAGEANYWARE is a trademark of
Canon. All other referenced product names and marks are trademarks of their respective owners and are hereby acknowledged.
Specifications and availability subject to change without notice.
©2008 Canon U.S.A., Inc. All rights reserved.

1-800-OK-CANON
www.usa.canon.com

Canon U.S.A., Inc.
One Canon Plaza
Lake Success, NY 11042

Print-Head
PF-03

Technology
FINE (Photolithography Inkjet Nozzle Engineering)

Print Resolution (Max.)
2400 x 1200 dpi

Line Accuracy*
±0.1% or Less

Minimum Line Weight**
0.02mm

Number of Nozzles
Matte Black: 5,120 Nozzles
Other Colors: 2,560 Nozzles per Color

Droplet Size
4 Picoliter

Nozzle Pitch (Head Resolution)
1200 dpi x Two Rows

Print Head Swath
1.07 inch

Ink Type
Dye

Cyan (C), Magenta (M), Yellow (Y),Black (BK)
Pigment

Matte Black (MBK) – Two Channels

Ink Tank
PFI-102

Ink Tank Capacity***
130ml per Color

Number of Colors
5

Ink Supply Method
Tubing System

Nozzle Recovery System
Non-firing Nozzle Detection and Compensation

Printer Controller
L-COA Controller

Printer Memory
256MB

Media Feed
Top-loading Manual Feed, Front-loading Manual Feed,
Cassette (iPF610 only), Rear-loading Roll Feed

Media Width
Roll Feed, Manual Feed

8" – 24" (203mm – 610mm)
Cassette (iPF610 only)

8" – 17" (203mm – 432mm)

Printable Margins
Roll Feed

All Sides: 0.12" (3mm) or 0" for Borderless
Cassette (iPF610 only)

All Sides: 0.12" (3mm)
Manual Feed

Top Load: 3mm All Sides
Front Load: 3mm All Sides Except Bottom (23mm)

Minimum Printable Media Length
Roll Feed

8.0" (203mm)
Cassette (iPF610 only)

11.0" (279mm)
Top-Loading Manual Feed

11.0" (279mm)
Front-Loading Manual Feed

20.5" (520mm)

Maximum Print Length†

Roll Feed
59' (18m)

Cassette (iPF610 only)
23.4" (594mm)

Manual Feed (Top)
5.2' (1.6m)

Manual Feed (Front)
36.0" (914mm)

Cassette Capacity (Plain Paper) (iPF610 only)
250 Sheets (Letter)
100 Sheets (up to 13" x 19")
50 Sheets (up to 17" x 22")

Borderless Printing Widths (Roll Media Only)
10", 13", 14", 16", 17", 24", B4 (10.12"/257mm), 
A2 (16.54"/420mm), B2 (20.28"/515mm), 
A1 (23.38"/594mm)

Media Cutter
Durable Rotary Blade

Media Thickness 
Cassette

0.08 – 0.3mm (3.2 – 11.8mil)
Top-Loading Manual Feed

0.07 – 0.8mm (2.8 – 31.4mil)
Front-Loading Manual Feed

0.5 – 1.5mm (19.6 – 59.0mil)
Roll Feed

0.07 – 0.8mm (3.2 – 31.4mil)

Media Core Sizes
2" or 3" Core (2/3" Core Adapter Included)

Maximum Roll Outer Diameter
5.9" (150mm)

Software
Printing Software

imagePROGRAF Printer Driver, HDI Driver for
AutoCAD/AutoCAD, LT 2000–2008,†† Printer Driver 
Extra Kit· (Free Layout, imageRUNNER Linking Function),
PosterArtist Lite (iPF605 only)

Utilities
Media Configuration Tool

Applications
Digital Photo Front-Access, GARO Device Setup Utility,
PosterArtist Lite (iPF605 only)
PosterArtist 2008 (optional)

Device Status 
GARO Status Monitor, Remote UI

Printer Language
GARO (Canon Proprietary), HP-GL/2, HP RTL

Operating Systemsp

Windows 2000/XP/Server 2003/Windows Vista
Macintosh OS 9/10 (PowerPC or Intel)

Interface
Standard (Built-in)

USB 2.0 Hi-Speed, 10/100Base-T/TX
Optional

IEEE1394 (FireWire)

Acoustic Noise
Operation

iPF610: 52dB (A) or Less
iPF605: 49dB (A) or Less

Standby
35dB (A) or Less

Acoustic Power
6.6 Bels or Less

Power Supply
AC 100–120V (50-60Hz)

Power Consumption
Maximum

100W or Less
Standby

5W or Less (10W or less when IEEE1394 is mounted)
Power Off 

1W or Less (Executive Order Compliant)

Certifications
UL, FCC Class B, ENERGY STAR

Operational Environment
Temperature 

59 – 86 F° (15 – 30 C°)
Relative Humidity 

10 – 80% (No Condensation)

Printer Dimensions (H x W x D)
iPF610: 38.9"x 39.3" x 39"
(989mm x 997mm x 991mm)
iPF605: 39.1" x 39.3" x 34.3"
(993mm x 997mm x 870mm)

Weight (with Stand)
iPF610: Approx. 149.9 lb. (68kg)
iPF605: Approx. 132.5 lb. (60kg)

Options
IEEE1394 Expansion Board (EB-05)
Roll Holder Set (RH2 -24)
PosterArtist 2008 (PC only)

User Replaceable Items
Print-Head (PF-03)
Ink Tanks (PFI -102)
Maintenance Cartridge (MC-16)

What’s In The Box
Printer, User Software CD (Printer Driver, HDI Driver, Utilities),
Application CDs, 6 Starter Ink Tanks (MBK x 2, Cyan, Magenta,
Yellow, Black), 2" Core Media Spool with 3" Adapter, Print-Head,
Maintenance Cartridge, Media Cutter, Built-in Ethernet /USB 2.0
Interface, Quick Setup Guide (Poster), Printer Reference Guide
(Booklet), PosterArtist Lite (iPF605 only), Power Cord, One-Year
Onsite Warranty, Registration Card, Stand, Basket, Hardware
(For Setting Up the Stand)

* After user adjustment and under the same environmental
conditions. Applies to media for line drawing only.

**  Theoretical value based on data resolution
***  The starter ink tanks initially packaged with the printer 

are not the same capacity as the replacement ink tanks
specified here.

† The maximum printable length varies depending on 
the application, OS, and RIP used. 

†† For AutoCAD or AutoCAD LT 2000/2000i/2002/2004/
2005/2006/2007/2008· Windows 2000/XP/2003 Server and for Macintosh, 
Auto Layout, and imageRUNNER Linking Function 

p For imagePROGRAF Printer Driver 2007. For printing 
from PostScript® applications such as Adobe Illustrator®

or QuarkXPress™, please use a PostScript compatible RIP
package. For a list of Canon recommended RIP packages,
please consult with Canon Alliance and Industry Market
program list of RIP vendors.
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